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AN INLET OR CURB
SIDEWALK ADJACENT TO

4:1 
MAX

4.6

Standard Details
Revisions:

Sheet:

No. Description Date

Office No.

www.cityoflewisville.com

OF CITY OF LEWISVILLE ENGINEERING DIVISION.

DETAIL SUBJECT TO CHANGE PER DIRECTION

NOTE:

972-219-3490

4:1 MAX

TRANS.
EXPANSION JOINT

1/2" REDWOOD

2% SLOPE

6" 

1’

BENT BAR DETAIL

5’

DENSITY

95% STANDARD PROCTOR 

SUBGRADE COMPACTED TO

1/2" R

2’

8"

LEVEL WITH SURFACE

WITH JOINT SEALER COMPOUND

1/2" REDWOOD EXPANSION JOINT

STANDARD PROCTOR DENSITY

4" SAND CUSHION COMPACTED TO 95%

TYPICAL SIDEWALK DETAIL

REINFORCING AS PER 

POUR OR DOWEL SLEEVE

ASPHALT COAT THROUGH SECOND 

#3 x 24" SMOOTH DOWEL AT 18" O.C. 

DENSITY

TO 95% STANDARD PROCTOR 

2" SAND CUSHION COMPACTED 

6"
PROCTOR DENSITY

TO 95% STANDARD

SUBGRADE COMPACTED 

ADJACENT TO CURB INLET

CONCRETE SIDEWALK

ADJACENT TO CURB 

CONCRETE SIDEWALK

2% MAX SLOPE

18"

Dated: 10-24-11

R.O.W.

4’ MIN. 1’

45

Dated: 8-21-2019

Department
Engineering

18" O.C.E.W.

#3 BARS @ 

SEE BAR DETAIL

BAR @ 30" O.C.

#4x24" DEFORMED


