
Standard Details
Revisions:

Sheet:

No. Description Date

Office No.

Fax No. 972-219-3487

www.cityoflewisville.com

OF CITY OF LEWISVILLE ENGINEERING DIVISION.

DETAIL SUBJECT TO CHANGE PER DIRECTION

NOTE:

972-219-3490

Dated: 8-13-07

FIRST POUR SECOND POUR

1/4" RAD.

EDGES ROUNDED TO

T / 4

1/2"

F

E

D

C

B

A

T / 2

T

LEVEL WITH SURFACE

JOINT SEALING COMPOUND

HOT POURED RUBBER 

DOWEL ROD (IF USED)
Concrete Thickness Applicable Dimensions

6" Pavement

8" Pavement

A B C D E F

2" 2"5/8" 3/8" 1-1/4" 3/8"

2" 1" 2" 1" 2"1-1/2"

DETAIL

KEYWAY AND CONSTRUCTION JOINT 

  FOR PLACEMENT OF STEEL REINFORCEMENT.

3.  SEE MODIFIED CONSTRUCTION JOINT DETAIL 

  PAVEMENT LOCATIONS.

2.  KEYWAYS REQUIRED @ ALL HAND POURED 

1.  DRILL DOWEL RODS - NO KEYWAY REQUIRED.

FOR 8" & ABOVE - #4  DEFORMED 24" LONG ___" OC.

FOR 6" - #3 DEFORMED BAR 24" LONG ___" OC.

24" LAP FOR #4 BARS

12

12

Dated: July 2019

Department

Engineering

CENTER EACH WAY

NO. 4 BARS 18" ON

2.4


