NOTES:
1. THRUST IS BASED ON A WORKING
PRESSURE OF 150 PSI.

2. VOLUME OF CONCRETE IS BASED
ON 140 LBS PER CUBIC FOOT.

3. MEGA LUGS (OR APPROVED EQUAL)

ARE REQUIRED ON ALL M.J. FITTINGS.

PIPE VERT. CuBIC A D L
SIZE BEND FEET (FT) (IN) (FT)
11 14° 3 1.0 0.5
» 22 10° 6 2.0 15
4 45° 10 22 4 50
90° 19 2.7 )
11 14° 6 1.5 1.0
., 20 12° 12 23 34
6 45° 23 3.0 2.0
90° 43 3.5
11 14° 11 25 50
g 22 12° 21 2.8 34 )
45° 4 3.5
- 25
90 76 4.3
11 14° 17 2.7 50
22 12° 33 33 ) }
10 45° 64 4.0
90° 9 5.0 35
1 14° 24 3.0
s 25
» 22 12 47 3.7
12 34
45° 93 4.6 .0
90° 172 5.6 i
11 14° 32 3.3
147 22 12° 64 4.0 y 25
45° 126 5.1
90° 233 6.2 45
1 14° 43 35
) 22 12° 84 4.4 1 80
16 5° 766 55
90° 305 5.8 45
1 14° 54 3.8 30
» 22 12° 107 48 ] i
18 45° 209 59
90° 386 7.3 45
1 14° 66 4.0 a5
) 22 12° 132 51 ] :
20 25° 258 6.4 oo
90° 477 7.8 )
11 14° 95 4.6 .0
22 12° 190 5.8 114 ’
24" 45° 371 72 oo
90° 686 8.8 :
11 14° 149 5.3 45
) 22 12° 296 6.7 ’
30 45° 580 8.3 112
90° 7071 10.2 7.0

GALVANIZED RODS
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/

UNDISTURBED EARTH

DETAIL SUBJECT TO CHANGE PER DIRECTION
OF CITY OF LEWISVILLE ENGINEERING DIVISION

NOTE:

VERTICAL BLOCKING
FOR 11 14°, 22 12° & 30° BENDS

VERT.
N BEND

/

UNDISTURBED EARTH

VERTICAL BLOCKING
FOR 45° & 90° BENDS
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GATE VALVE
8’ OR LARGER

VERTICAL THRUST
BLOCKING
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