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TOP OF CURB
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LINE AT FACE

GUTTER FLOW

BARS B. (10) REQ’D.

5’ - 3 3/8" 5’ - 3 3/8"

SEE NOTE #4

Four Grate

Combination Inlet

BARS  A

BARS A

2 - 3/4" x 4" MCH BOLT

S 4 x 77 (TYP.)

TO A SMOOTH HARD SURFACE

1/2" MORTAR FINISH, TROWEL

BARS G

BARS J BARS A

SECTION B-B
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  SHEET 10.15 FOR CONSTRUCTION

  PAVING BLOCKOUT DETAIL ON

5.  SEE COMBINATION INLET-ALLEY

  ENTER ANY CORNER, OR AT PILASTER.

  APPROVED WALL, BUT SHALL NOT 

4.  PIPE MAY BE PLACED IN ANY

3.  TACK WELD GRATES IN PLACE.

 NOTED OTHERWISE.

 26 BAR DIAMETERS UNLESS

 REINFORCING BARS SHALL BE

2. ALL LAPS AND EXTENSIONS OF 

 INLETS ARE REQUIRED.

 USED IN ALL ALLEYS WHERE

1.  COMBINATION INLETS TO BE
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FOR SECTION A-A SEE SHEET 10.11
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